
Integral System
Passerelle Advantech avec protocole

Isolation

O/N

ADAM-4570-CE 2 RS232/422/485 N 1 10~30VDC N

ADAM-4570L-DE 2 RS232 N 1 10~30VDC N

ADAM-4571-CE 1 RS232/422/485 N 1 10~30VDC N

ADAM-4571L-DE 1 RS232 N 1 10~30VDC N

ADAM-4572-CE 1 RS232/422/485 N 1 10~30VDC N

EKI-1221-BE 1 RS232/422/485 N 2 12~48VDC N

EKI-1221CI-BE 1 RS422/485 O 2 12~48VDC O

EKI-1221I-BE 1 RS232/422/485 N 2 12~48VDC O

EKI-1221IEIMB-AE N 2 12~48VDC O

EKI-1221IPNMB-AE N 2 12~48VDC O

EKI-1222-BE 2 RS232/422/485 N 2 12~48VDC N

EKI-1222CI-BE 2 RS422/485 Y 2 12~48VDC O

EKI-1222I-BE 2 RS232/422/485 N 2 12~48VDC O

EKI-1224-BE 4 RS232/422/485 N 2 12~48VDC N

EKI-1224CI-BE 4 RS422/485 O 2 12~48VDC O

EKI-1224I-BE 4 RS232/422/485 N 2 12~48VDC O

EKI-1331-AE 1 RS232/422/485 N 1 3G 12~48VDC N

EKI-1361-AE 1 RS232/422/485 N 2 WiFi b/g/n 12~48VDC N

EKI-1361-MB-AE 1 RS232/422/485 N 2 WiFi b/g/n 12~48VDC N

EKI-1362-AE 2 RS232/422/485 N 2 WiFi b/g/n 12~48VDC N

EKI-1362-MB-AE 2 RS232/422/485 N 2 WiFi b/g/n 12~48VDC N

EKI-1511X-AE 1 RS422/485 N 1 12~48VDC N

EKI-1512X-AE 2 RS422/485 N 1 12~48VDC N

EKI-1521-BE 1 RS232/422/485 N 2 12~48VDC N

EKI-1521CI-BE 1 RS422/485 O 2 12~48VDC O

EKI-1521I-BE 1 RS232/422/485 N 2 12~48VDC O

EKI-1522-BE 2 RS232/422/485 N 2 12~48VDC N

EKI-1522CI-BE 2 RS422/485 O 2 12~48VDC O

EKI-1522I-BE 2 RS232/422/485 N 2 12~48VDC O
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Integral System
Passerelle Advantech avec protocole

Isolation

O/N

EKI-1524-BE 4 RS232/422/485 N 2 12~48VDC N

EKI-1524CI-BE 4 RS422/485 O 2 12~48VDC O

EKI-1524I-BE 4 RS232/422/485 N 2 12~48VDC O

EKI-1526-CE 16 RS232/422/485 N 2 110~240VAC N

EKI-1526T-VDC-CE 16 RS232/422/485 N 2 12-48VDC N

EKI-1528-CE 8 RS232/422/485 N 2 110~240VAC N

EKI-1528CI-DR-AE 8 RS422/485 O 2 12~48VDC O

EKI-1528I-DR-AE 8 RS232/422/485 N 2 12~48VDC O

EKI-1528T-VDC-CE 8 RS232/422/485 N 2 12-48VDC N

USB-4604B-BE 4 RS232 N N

USB-4604BM-BE 4 RS232/422/485 N N

EKI-1526I-CE 16 RS232/422/485 N 2 110~240VAC O

EKI-1526TI-VDC-CE 16 RS232/422/485 N 2 12-48VDC O

EKI-1528I-CE 8 RS232/422/485 N 2 110~240VAC O

EKI-1528TI-VDC-CE 8 RS232/422/485 N 2 12-48VDC O
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